LATRINE BLDG B 16-075
EL-STONES RANCH Page 1 of 3

EL0305

SECTION 16075 - ELECTRICAL IDENTIFICATION

PART 1 - GENERAL

1.1

1.2

1.3

1.4

A.

A.

A.

B.

A.

B.

C.

RELATED DOCUMENTS

Drawings and general provisions of the Contract, including General and Supplementary
Conditions and Division 1 Specification Sections, apply to this Section.

SUMMARY

This Section includes electrical identification materials and devices required to comply with
ANSI C2, NFPA 70, OSHA standards, and authorities having jurisdiction.

SUBMITTALS
Product Data: For each electrical identification product indicated.

Schedule of Nomenclature: An index of electrical equipment and system components used in
identification signs and labels.

QUALITY ASSURANCE
Comply with ANSI C2.
Comply with NFPA 70.

Comply with ANSI A13.1 and NFPA 70 for color-coding.

PART 2 - PRODUCTS

2.1

2.2

A.

B.

C.

A.

RACEWAY AND CABLE LABELS

Comply with ANSI A13.1, Table 3, for minimum size of letters for legend and for minimum
length of color field for each raceway and cable size.

1. Color: Black letters on orange field.
2. Legend: Indicates voltage.

Adhesive Labels: Preprinted, flexible, self-adhesive vinyl with legend overlaminated with a
clear, weather- and chemical-resistant coating.

Colored Adhesive Tape: Self-adhesive vinyl tape not less than 3 mils thick by 1 to 2 inches
wide (0.08 mm thick by 25 to 51 mm wide).

NAMEPLATES AND SIGNS

Safety Signs: Comply with 29 CFR, Chapter XVII, Part 1910.145.
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B.  Engraved Plastic Nameplates and Signs: Engraving stock, melamine plastic laminate, minimum

1/16 inch (1.6 mm) thick for signs up to 20 sq. in. (129 sq. cm) and 1/8 inch (3.2 mm) thick for
larger sizes.

1. Engraved legend with black letters on white face.
2. Punched or drilled for mechanical fasteners.

23 MISCELLANEOUS IDENTIFICATION PRODUCTS

A.  Cable Ties: Fungus-inert, self-extinguishing, one-piece, self-locking, Type 6/6 nylon cable ties.

I. Minimum Width: 3/16 inch (5 mm).
2. Tensile Strength: 50 1b (22.3 kg) minimum.
3. Temperature Range: Minus 40 to plus 185 deg F (Minus 40 to plus 85 deg C).
4. Color: According to color-coding.
B.  Paint: Formulated for the type of surface and intended use.
1. Primer for Galvanized Metal: Single-component acrylic vehicle formulated for
galvanized surfaces.
2. Primer for Concrete Masonry Units: Heavy-duty-resin block filler.
3. Primer for Concrete: Clear, alkali-resistant, binder-type sealer.
4. Enamel: Silicone-alkyd or alkyd urethane as recommended by primer manufacturer.

PART 3 - EXECUTION
3.1 INSTALLATION

A.  Identification Materials and Devices: Install at locations for most convenient viewing without
interference with operation and maintenance of equipment.

B. Lettering, Colors, and Graphics: Coordinate names, abbreviations, colors, and other
designations with corresponding designations in the Contract Documents or with those required

by codes and standards. Use consistent designations throughout Project.

C.  Sequence of Work: If identification is applied to surfaces that require finish, install
identification after completing finish work.

D.  Self-Adhesive Identification Products: Clean surfaces before applying.

E. Circuit Identification Labels on Boxes: Install labels externally.
1. Exposed Boxes: Pressure-sensitive, self-adhesive plastic label on cover.
2. Concealed Boxes: Plasticized card-stock tags.
3. Labeling Legend: Permanent, waterproof listing of panel and circuit number or
equivalent.
F. Color-Coding of Secondary Phase Conductors: Use the following colors for service feeder and

branch-circuit phase conductors:
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1. 208/120-V Conductors:

a. Phase A: Black.
b. Phase B: Red.
c. Phase C: Blue.

2. Factory apply color the entire length of conductors, except the following field-applied,
color-coding methods may be used instead of factory-coded wire for sizes larger than
No. 10 AWG:

a. Colored, pressure-sensitive plastic tape in half-lapped turns for a distance of 6
inches (150 mm) from terminal points and in boxes where splices or taps are made.
Apply last two turns of tape with no tension to prevent possible unwinding. Use 1-
inch- (25-mm-) wide tape in colors specified. Adjust tape bands to avoid
obscuring cable identification markings.

b. Colored cable ties applied in groups of three ties of specified color to each wire at
each terminal or splice point starting 3 inches (76 mm) from the terminal and
spaced 3 inches (76 mm) apart. Apply with a special tool or pliers, tighten to a
snug fit, and cut off excess length.

G.  Equipment Identification Labels: Engraved plastic laminate. Install on each unit of equipment,
including central or master unit of each system. This includes power, lighting, communication,
signal, and alarm systems, unless units are specified with their own self-explanatory
identification. Unless otherwise indicated, provide a single line of text with 1/2-inch- (13-mm-)
high lettering on 1-1/2-inch- (38-mm-) high label; where two lines of text are required, use
labels 2 inches (50 mm) high. Use white lettering on black field. Apply labels for each unit of
the following categories of equipment using mechanical fasteners:

1. Panelboards, electrical cabinets, and enclosures.

END OF SECTION 16075



